
OUTDOOR PATIO HEATER
Instruction Manual & Parts List

WARNING:
Read the instruction before installation
and use.
Keep the instructions for future reference.
For Outdoor use only!

For gas adjustment refer to Appliance Marking!

These instructions are only valid if the
country symbol appears on the
instruction manual and on the appliance.





TOOLS AND PARTS NEEDED FOR ASSEMBLY
WARNING
1. For use outdoors or in amply ventilated areas.
2. An amply ventilated area must have a minimum of 25% of the surface area open.
3. The surface area is the sum of the walls surface.
4. This appliance is not fitted with “Atmosphere sensing device”.

Use only in a well ventilated area.
Do not store or use gasoline or other flammable vapors or liquids in the vicinity of this or any other appliance.
The heater is to be used only in a well ventilated area and is not to be used in a building, garage or any other
enclosed area.

TOOLS NEEDED:
Leak Detection Solution (Instructions how to make solution are included in Step8).

ATTENTION: This appliance is fitted with gas regulator, flexible gas rubber pipe and clamps according to
European Standards and the National Rules in force of the country of destination.
These components should be periodically substituted, according to the date reported on the body of each of
them, or according to the National Rules in force of the country of destination.
LPG cylinder is not provided; ask your gas dealer about it according to this Instruction Manual.
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PARTS LIST
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Control Knob 3-Thumb Screws AA Battery(1.5V)
(not include)

A hinged metal door is provided for
easy access to the LP gas cylinder.

Heat exchange tube has a large 
heat-radiating surface.

Weather resistant dome prevents 
water from entering the combustion 

zone and reflects heat down.

Safety guard protects the full 
height of the heat exchanger tube.

Gas control with electronic igniter is
centrally positioned for easy access.

Integrated wheels allow for easy
transport.

The large base ensures good stability.

Chimney cover
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PRECAUTIONS

NOTE: PLEASE READ THE FOLLOWING SAFETY RULES 

Change the LPG cylinder in an amply ventilated area, away from any ignition source (candle, cigarettes,
other flame producing appliances…).
The appliance is designed to operate with a cylinder of size Ø 31.8 x 58 cm.
Avoid twisting the flexible tubing while using.
Do not use the appliance if positioned near any fire hazard.
The length of the hose is 0.41m and it should not exceed 0.7m.
Check the tubing or the flexible hose (at least once per month and each time the cylinder is changed). If it
shows signs of cracking, splitting or other deterioration, it must be exchanged for a new hose of the same
length and of the equivalent quality.
Warning: The tubing or the flexible hose must be changed within the prescribed intervals.
Warning: The appliance is for outdoor use. Do not use the appliance for animal rearing.
Warning: The installation of fixed appliances shall only be carried out by competent persons and be in
accordance with the relevant National rules of the country of destination. This appliance must only be used
for outdoor space heating.
Warning: Use only the type of gas and the type of cylinder specified by the manufacturer.
Warning: A hose and a regulator are included.

The outlet pressure of regulator is 30 mbar.

Note: This appliance requires a 15 kg butane LPG cylinder or a 13 kg propane LPG cylinder.
Gas regulator should be the correct one and be set according to specific gas category (see page 8).
Gas regulator should be approved according to EN 12864 with proper capacity (g/h), pressure, working
temperature and inlet + outlet connection for the country of destination.
Flexible gas rubber pipe should be approved according to EN 1763-1 with proper inner Ø to match pipe
holders of gas circuit and gas regulator, pressure and working temperature.

13 kg or 15 kg is the recommended LPG cylinder size to suit the LPG compartment shape.

FOR YOUR SAFETY
If you smell gas:
1. Shut off gas to appliance.
2. Extinguish any open flame.
3. If odor continues, immediately call gas supplier.
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TECHNICAL DATA

Product Name Outdoor Patio Heater 

 

 yrogetaC saG eht ot gnidrocca enaporP ,enatuB epyT saG

Country Code BE, CY, DK, EE, FI, FR, HU,
IT, LT, NL, NO, SE, SI, SK,
RO, HR, TR, BG, IS, LU, MT

BE, CH, CY, CZ, ES, FR,
GB, GR, IE, IT, LT, LU,
LV, PT, SK, SI. 

AT, CH, DE,
SK 

Gas Category IB3B/P(30)B IB3+(28-30/37)B IB3B/P(50)B

 05/05 73/03-82 03/03 )rabm( nP

 WK11 WK11 WK11 )sH( tupni taeh lanimoN

Gas consumption 800 g/h(G30) 800 g/h (G30) - 786 g/h (G31) 800 g/h(G30) 

 mm93.1 mm76.1 mm76.1 ) Ø( retemaid rotcejnI

 

Country Code Gas 

Category 

 )nP( erusserp lanimoN epyT saG

BE, CY, DK, EE, FI, FR, HU,
IT, LT, NL, NO, SE, SI, SK,
RO, HR, TR, BG, IS, LU, MT 

IB3B/P(30)B Butane (G30) / Propane (G31)  / Mixtures 30/30 mbar 

BE, CH, CY, CZ, ES, FR, GB,
GR, IE, IT, LT, LU, LV, PT,
SK, SI 

IB3+(28-30/37)B Butane (G30) / Propane (G31) 28-30/37 mbar 

AT, CH, DE, SK I B3B/P(50) B

Butane (G30) / Propane (G31)  / Mixtures 50/50 mbar 

For appliance gas adjustment, refer to Packaging Marking and/or  Appliance Marking. According to Gas 

Category, usable gases can be Gas G30 (Butane), Gas G31 (Propane) or Mixtures of them; do not use other  

type of gases! "Appliance adjustment can not be changed" - “There is not any primary air regulation” 

Appliance adjustment supply pressures:

 xednI edoC yrtnuoC

Category

Minimum inlet 

Pressure 

Adjustment nominal 

 inlet pressure (Pn) 

Maximum inlet

Pressure 

BE, CY, DK, EE, FI, FR, HU, IT,
LT, NL, NO, SE, SI, SK, RO, HR,
TR, BG, IS, LU, MT  

3B/P 25 mbar 30 mbar 35 mbar 

BE, CH, CY, CZ, ES, FR, GB, GR,
IE, IT, LT, LU, LV, PT, SK, SI  

3+ 20 mbar 28-30 mbar 35 mbar 

AT, CH, DE, SK 3B/P 42.5 mbar 50 mbar  57.5 mbar 

 

Gas

G30,G31

25 mbar 37 mbar 45 mbar 

G30,G31

G30

G31,G32
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ASSEMBLY

Warning: This appliance requires
installation by a competent person.
Proper assembly is the responsibility
of the installer.

Step 1: To assemble unit-partially open
gas chamber door. Carefully lift dome
until entire heat exchange tube is
exposed.

Step 2: After heat exchange tube is fully
extended, rotate counter-clockwise until
stopped.
7
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ASSEMBLY                     

Warning: This appliance requires
installation by a competent person.
Proper assembly is the responsibility of
the installer.

Step 4: Fully open gas chamber door.
Remove knob from door and place on
control stem.

Step 3: Locate (3) holes to lock heat
exchange tube in place. Insert (3)
included screws into holes.

23

1

4

3
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ASSEMBLY

Warning: This appliance requires installation
by a competent person. Proper assembly is
the responsibility of the installer,

Warning: This appliance requires
installation by a competent person. Proper
assembly is the responsibility of the
installer.

Step 5: Place battery in compartment
below control panel.

5

AA Battery(1.5V)
(not include)

Step 6: Attach the gas hose to the
regulator, use hose clip to tighten the gas
hose.

6

+ AA

-
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ASSEMBLY

Warning: This appliance requires
installation by a competent person.
Proper assembly is the responsibility of
the installer.

Step 7: To check that the regulator seal is
correctly fitted and able to fulfill its function.
Fit the LPG Cylinder into the chamber
taking care not to damage the hose or gas
system. Close gas chamber door. Use a
LPG Cylinder that is at least 80% (4/5ths)
full.

Step 8: Check for leaks
Your Outdoor Patio Heater has been
checked for leaks at all the factory made
connections. To check the connection of the
gas hose/regulator/LPG cylinder.
1) Make leak test solution by mixing 1 part

washing up liquid and 3 parts water.
2) Spoon several drops (or use squirt

bottle) of the solution onto the gas
hose/regulator and regulator/LPG
cylinder connection.

3) Inspect the connections and look for
bubbles.

4) If no bubbles appear, the connection is
safe.

5) If bubbles appear, there is leak, loosen
and re-tighten this connection.

7
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LOCATING APPLIANCE FOR USE

BE CAREFUL: WHEN MATERIALS OR ITEMS
ARE LEFT UNDER THIS SPACE HEATER, THEY
WILL BE SUBJECT TO RADIANT HEAT AND
COULD BE SERIOUSLY DAMAGED.

The appliance is primarily used for the heating of
outdoor patios, decks, spas, pools and working
areas.

The installation must conform to the National Rules of
the country of destination or in the absence of local
National Rules of the country of destination with the
standard for the storage and handling of liquid
petroleum gases.

The appliance must be placed on level, firm ground.

Never operate in an explosive atmosphere. Figure1
Keep away from areas where gasoline or other
flammable liquids or vapors are stored or used.

Temperatures of adjoining areas, walls and
surfaces

Be Careful:
Always make sure that adequate fresh air ventilation
is provided.
The distance of the appliance to other materials,
walls and surfaces must always be at least 2 m from
the top and also 2 m from the sides as shown in
Figure 1.






